]OOOLIE_ LED Vapor Tight Series

The Vapor Tight Series provides gasketed enclosure which
provides dust-free and moisture-free fixture. The Vapor
Tight Series can be widely used for food processing plants,
meat lockers, beverage coolers, car washes, and parking
structures.

FIXTURE

NS

s,
(U) FC ROHS &
CERTIFIED COMPLIANT T

FIXTURE

FEATURES
e Made of high quality ABS material, high ignition point, more safe.

« With PC lens. WATT‘ - =
o Lampshade-inner surface stripe design make the light diffusion FIELD-ADJUSTABLE

angle greater and the light more uniform. Simply select desired CCT and

e 1-10V dimming. Wattage before installation

SPECIFICATION

WATTAGE (2FT) 25W (4FT) 18W/27W/36W/45W - (8FT) 30W/45W/60W/70W
LUMEN 3550 Lm 2803 Im/3997 Im/5322 Im/6487 Im 4562 Im/6699 Im/8705 Im/10330 Im
EFFICACY 142 Im/W : up to 147 Im/W up to 147 Im/W

CCT 4000K, 5000K . 3000K/4000K/5000K

CRI 80

INPUT VOLTAGE AC120-277V

LIGHT ANGLE 118° ' 122°

POWER FACTOR 0.95

DRIVER EFFICACY 90%

DIMMING 1-10V Dimming

WORKING TEMPERATURE -22°F ~ 113°F

LIFESPAN (L70) 75,000 hours

PROTECTION LEVEL Wet locations

CABLE 3 core, 18AWG (0.5m)

WARRANTY 5 year limited
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LED Vapor Tight Series

WATTAGE 25W
e ey N AN FIXTURE
L 1) [ 1M : ﬂ 3.54" GR.WEIGHT 3.8 Ibs (4 pcs/carton)
N / N
l 23.66" l L4.48";I BOX DIM. 254" x7.3" x 6.5”
FCTURE WATTAGE 18W/27W/36W/45W
—H 1) il i) ) ‘ 3.54" GR.WEIGHT 6.5 Ibs (4 pcs/carton)
| 47.25" | L4.48" > BOX DIM. 49.2” x 7.3" x 6.5”
WATTAGE 30W/45W/60W/70W
] = ™ ] ] ] FIwE
g fi i i i i i i i i # GR.WEIGHT 11.77 Ibs (4 pcs/carton)
| 94.5" | BOX DIM. 96.5” x 5.7” x 4.7
N AN
(B
N/ v
4.83"
EMERGENCY BACK-UP (SOLD SEPARATELY) CONTROL (SOLD SEPARATELY)
BLD-CMOS8E-60V
8W Emergency Backup Battery -
LED Driver : L] X
BLD-CM15H-YYY ! 4
15W Emergency Backup Battery 4 ==
LED Driver e
BLD-CM20H-YYY
2ol Fmergency Backup Battery BRIS10 // BRIS10-B-M10 RC-100
Microwave Motion Sensor Microwave Sensor
Remote Controller
ORDERING INFORMATION
EXAMPLE:
1L-VP2FT25W27-50K-G
1L VP 2FT 25W 27 50K G
| | | | | | |
PRODUCT PRODUCT SIZE WATTAGE VOLTAGE cCcT FINISH
25W - (25W
1L (1000LED INC) VP (Vapor Tight) ~ 2FT (2-foot) ,8273245\,\} . 27-020277V) 40K - (4000K) G- (Gray)
4FT (4-foot)  (1aw/27W/36W/4 >0K - (5000K)
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LED Vapor Tight Series

Wattages: 25W / Tunable Wattages: 18W/27W/36W/45W;30W/45W/60W/70W

PHOTOMETRICS

For complete IES files, please visit our website.

1L-VP-2FT25W-27-50K

CO PLANE ISOLUX DIAGRAM (UNIT:Ix) ISOLUX DIAGRAM
LUMINOUS INTENSITY DISTRIBUTION DIAGRAM l\4H(m) ! ! ! ! )
0 ) 2100 1050 00 105.0 2100
7 N 2625 80.00m 39, 0,07811x 0.007255fc
-/+180 14 // \ \ 5% 0.13021x 0.01209fc
C 2100' 64.00m 1096 0.2603Ix 0.02418fc
18 30% 0.78091 0.07255fc
\ 157.5° 48.00m 509 1.3021x 0.1209fc
120 120 22 } i 105.0' — = /\ > < 32.00m
26 \ \
\\“’, | 525' T . 16.00m
S & | (AN L
-90 0 90 / ] oo T \ \\j / m 0.00m
3 34 | | /
—%ﬁh\w E—1 / 52.5' \ - 16.00m
SIS . NSE g
4" 600 “‘b 105.0° \  L 32.00m
60 'i"!ﬂ“’ O “ -
- /1900 % ‘ 4 % 157.5' 48.00m
oA /’
C0/180,112.1 | —1 g 2100' 64.00m
'. ‘ 30 €90/270,132.9 50 1
0.0 17.0 34.0
262.5' 80.00m
0 6.20 1.00 S(m) 64.00m 32.00m 0.00m 32.00m 64.00m
520 0.8300 MOUNTING HEIGHT: 66'(20.0m)
- 420 0.5200
AVERAGE BEAM ANGLE(50%):122.5 DEG 3.10 0.4200
- 210 0.3100
1L-VP-4FT45W-27-50K
GO PLANE ISOLUX DIAGRAM (UNIT:| ISOLUX DIAGRAM
LUMINOUS INTENSITY DISTRIBUTION DIAGRAM H(m) ¢ l
"40 ) 2100° 105.0' oo 105.0° 210.0°
y 262.5 80.00M 394 0.13581x 0.01257fc
-/+180 14 17 J N\ 5% 0.22551x 0.02095fc
-150 150 ] N\ 2100° 64.00m 10% 0.45091x 0.04189fc.
18 30% 1.3530 0.1257fc
/ \ \ 157.8' T 48.00m 50% 2.255/x 0.2095fc
-120 120 Zz } \ ‘\‘ 105.0' /, — /\ — \\1 32.00m
/ / “ 525 g 4 \ 16.00m
& c ALY
90 - \ %0 ] oo ml \ K/ / m 0.00m
- == 34 | \ |/
= - [ / 52.5' \ / 16.00m
38 /
105.0' - ;;\/ £ 32.00m
60 ) ‘ ® s
h \ / 60 // 157.5' — e 48.00m
UNIT:cd 46
~_C0/180,115.6 210.0' 64.00m
—— €90/270,131.1 50
-30 30 0.0 7.0 34.0
262.5' 80.00m
0 11.0 1.80 S(m) 64.00m 32.00m 0.00m 32.00m 64.00m
2.00 1.40 MOUNTING HEIGHT: 66'(20.0m)
- 720 0.9000
AVERAGE BEAM ANGLE(50%):123.3 DEG 5.40 0.7200
— 360 0.5400
1L-VP-8FT30W-27-50K
CO PLANE ISOLUX DIAGRAM (UNIT:ix) |SOLUX DIAGRAM
LUMINOUS INTENSITY DISTRIBUTION DIAGRAM "4'6'(”’1) 262" 3.1 00 131 262
77 J 28 1000m 394 038791 0.03604fc
—1 5% 0.64651x 0.06006fc
-/+180 14 [
+ 1 262" 800m 405 1.2931x 0.1201fc
18 \ [ 30% 3.8791x 0.3604fc
) \ 9.7 6.00m 509 6.4651x 0.6006fc
22 |
/ \ \ 131 4.00m
26 \
/ / | 66 2.00m
30 | \
| oo 0.00m
34 / /
L / 66" 2.00m
38
/ 3.1 4.00m
42 /
" | — / 19.7° O —— 6.00m
50 L ) / 262" 8.00m
0.0 17.0 34.0 )
o 7.80 1.30 S(m) 8 8.00m 4.00m 0.00m 4.00m 8.00m Tooom
AVERAGE BEAM ANGLE(50%):122.4 DEG . 650 1.00 MOUNTING HEIGHT: 33 10.0m)
- 520 0.6500
3.90 0.5200
260 0.3900
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.]000 LED Vapor Tight Series

PHOTOMETRICS For complete IES files, please visit our website.

1L-VP-8FT45W-27-50K

CO PLANE ISOLUX DIAGRAM (UNIT:Ix) ISOLUX DIAGRAM
LUMINOUS INTENSITY DISTRIBUTION DIAGRAM MH(m) .
/ N\
-/+180 | J \
14 */ \ N 26.2'
18 \ - 1 197 — 6.00r
22
2 Il
|
" ] \
‘ 0.0' 0.00r
34 /
38
42
5 [ / 19.7' —— 6.00m
50l L]
0.0 7.0 34.0 ‘
- 1.0 1.90 S(m) 8 8.00m 4.00m 0.00m 4.00m 8.00m
930 1.50 IOUNTING HEIGHT: 33/10.0m)
750 0.9300
AVERAGE BEAM ANGLE(50%):122.4 DEG 5.60 0.7500
370 0.5600
1L-VP-8FT60W-27-50K
: ISOLUX DIAGRAM
LUMINOUS INTENSITY DISTRIBUTION DIAGRAM NG ISOLUX DIAGRAM UNIT)
’\4 0 . 26.2' 13.1 0.0' 13.1 262"
/ 32.8' 1000m 3% 0.7219Ix 0.06707fc
-/+180 | ) \
14 // \ \ N 26.2'
18 / \ . 19.7 =
22
131" 00r
" il
/ / [ 66
w | \
|
34 | /
// 6.6' 2.00r
38
42
46 L / [
| P 26.2 8.00
50
0.0 7.0 34.0 ‘
140 2.40 S(m) 8 8.00m 4.00m 0.00m 4.00m 8.00m
120 1 90 MOUNTING HEIGHT: 33'(10.0m)
__ 960 1.20
AVERAGE BEAM ANGLE(50%):122.4 DEG 7.20 0.9600
480 0.7200
1L-VP-8FT70W-27-50K
CO PLANE ISOLUX DIAGRAM (UNIT:Ix) |SOLUX DIAGRAM
LUMINOUS INTENSITY DISTRIBUTION DIAGRAM Mm) o o oo o .
7 N %28 1000m 39 0.84801x 0.078861c
-/+180 w1 )
[ \
18 - — |
2 L
3. 00r
" N

66'

38
42
[ —
UNIT:cd 46 B e —
C0/180,115.7 / 262 800m
C90/270,129.2 50 i
0.0 17.0 34.0
0 170 2.80 S(m) e2e 8.00m 4.00m 0.00m 4.00m 8.00m
14.0 2.30 MOUNTING HEIGHT: 33'(10.0m)
— 110 1.40
AVERAGE BEAM ANGLE(50%):122.4 DEG 8.50 1.10
- 570 0.8500
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